IN THE CLAIMS : 

Please amend claims 1-4, 6-12, 14, 15, 17-21, 28-30, 32, 35, 37, 38, 44-46, 48, 50- 
56, and 61-66, and please add new claims 67-84, as follows. 

1. (Currently Amended) A method, comprising: 

initializing a communication connection and sending a communication connection 

request signaling for at least one servic e type to be used in the communication connection 
from a first communication e ntity to a third n e twork element, 

receiving, by a fourth network element, a request requesting, by the-a_third 
network element for an authorization for connection parameters from a fourth network 
element , wherein at least one service type service data flow is used in a communication 
connection from a first communication entity to the third network element and the 
communication connection aggregates multiple service flows; 

deciding, in the fourth network element, on the connection parameters to be 
authorized for the communication connection and on service data flows s e rvice types 
which can be provided for the communication connection?; and 

sending a decision message from the fourth network element to the third network 
element, wherein the decision message comprises an information portion from which, 
that indicat e s, for each service data flows emee, it is derivable that for at least one of 
service data flows wh e ther or not the fourth network element is to be consulted for a 
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further authorization to admit the service flow. controls a further authorization r e garding 
at l e ast on e of th e service typ e s in th e communication connection, 

2. (Currently Amended) The method according to claim 1, further 
comprising: wherein 

processing, in the third network element, the decision message is processable 
comprising the information portion indicating, for each service, whether or not the fourth 
network element controls a further authorization regarding at least one of the s e rvice 
types in the communication connection for enforcing a decision of the fourth network 
element in the communication connections and 

d e t e rmini ng, based on t he information portion is usable to determine -service data 
flows types of communication connection flows of which can be admitted by the third 
network element without consulting the fourth network element, and service data flows 
type s of communication connection flows which are to be controlled by the fourth 
network element. 

3. (Currently Amended) The method according to claim 2, further comprising: 
receiving requesting, when a request by the third network element receives a flow 

of the typ e s of communication conn e ctions which ar e indicated to b e controlled by the 
fourth network elem e nt for connection parameters for the-types of communication 
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connection flows which are indicated to be controlled by the fourth network elementfr em 
th e fourth network e l e ment ;? 

deciding, in the fourth network element, on the connection parameters to be 
authorized for the types of communication flows in question based upon the requesting;- 
and 

sending a further decision message from the fourth network element to the third 
network element wherein the further decision message comprises the authorization for 
the connection parameters of the types of communication connection flows in question. 

4. (Currently Amended) The method according to claim 2, further comprising: 
providing admitting , foL when the third network element rec e ives a flow of the 

types of communication connections which are indicated to be controlled by the third 
network element, the flow by the third network element: and 

mmg-^provisioned connection parameters for the types of communication 
connection flows controlled by the third network element. 

5. (Previously Presented) The method according to claim 1, further comprising 
connecting a mobile communication network with a user equipment comprising the first 
communication entity. 
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6. (Currently Amended) The method according to claim 1, wherein wher e in th e 
initializing comprises further comprising connecting initializing the communication 
connection and sending the communication connection requ e st from the first network 
element to the third network element comprising comprises a communication control or 
gateway network element of the communication network of a mobile communication 
network, wherein the communication control or gateway network element is configured 
to trigger a dynamic policy request. 

7. (Currently amended) The method according to claim 1, wherein the requesting 
comprises requesting the authorization from the fourth network element comprising a 
policy control network function, which is configured to perform the deciding based on at 
least one of a user subscription profile and application service information. 

8. (Currently amended) The method according to claim 1, wherein the requesting 
comprises requesting the fourth network element being a separate network element or 
included in the third network element. 

9. (Currently amended) The method according to claim 1, wherein the requesting 
comprises requesting the authorization for the connection parameters comprising a 
quality of service level to be provided for the communication connection. 
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10. (Currently amended) The method according to claim 1, wherein the deciding 
comprises deciding on the service data flows service typ e s defined based on at least one 
of a service access point a service packet classifier and aggregate level parameters 
pertaining to the communication connection based on the initialized connection 
parameter request signaling. 

11. (Currently Amended) The method according to claim 1, wherein the sending 
comprises sending the decision message or messages comprising charging information 
for the communication connection using at least one service data flowservice type . 

12. (Currently Amended) The method according to claim 1, wherein the deciding 
comprises deciding on the service data flows s e rvic e types including at least one of real- 
time service data flows services and non real-time service data flows services . 

13. (Previously Presented) The method according to claim 1, wherein the sending 
comprises sending, in the decision message, aggregate connection parameters to the third 
network element as a part of a set of parameters. 

14. (Currently Amended) The method according to claim 1, wherein the requesting 
comprises requesting the authorization from the fourth network element, in a ca se where 

when session-based service data flows s e rvices are authorized by the fourth network 
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element, being configured to receive information about flows included in a session and 
information pertaining to a commencement and termination of sessions. 

15. (Currently amended) The method according to claim 2, wherein the requesting 
comprises using, when the third network e l e ment rec e ives indicating the types of 
communication connection flows which are indicated to be controlled by the fourth 
network element, at least one of an authorization token and a flow identification as a 
binding information. 

16. (Previously Presented) The method according to claim 1, further comprising 
locating the first communication entity in different communication networks or in a same 
communication network as a second communication entity with which the 
communication connection is established. 

17. (Currently amended) The method according to claim 1, further comprising 
setting a default value for the connection parameters for other service data flows for 
which the fourth network element is not to be consulted for a further authorization to 
admit the service flow. services in the communication connection which am not nnntrnlloH 
by th e fourth n e twork element 
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18. (Currently Amended) The method according to claim 17, wherein the setting 
comprises setting a default value for connection parameters per service data flows m4ee. 

19. (Currently Amended) A system, comprising: 

a third network element via which a communication connection is initialized, and 
which is configured to send a connection parameter request signaling for at least one 
service data flow service type to be used in the communication connection from a first 
communication entity^; and 

a fourth network element to which the third network element requests an 
authorization for connection parameters, wherein the fourth network element is 
configured to decide on the connection parameters to be authorized for the 
communication connection and on service data flows servic e typ e s which can be 
provided for the communication connection, wherein at least one service data flow is 
used in the communication connection and the communication connection aggregates 
multiple service flows; and 

wherein the fourth network element is further configured to generate and send a 
decision message to the third network element^ wherein the decision message comprises 
an information portion that indicat e s from which , for each service data flows epviee. it is 
derivable that for at least one of the service data flows the fourth network element is to be 
consulted for a further authorization to admit the service flo w wh e th e r or not th e fourth 
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network e l e ment controls a further authorization r e garding at least ono of the s ervice 
types in the communication conn e ction . 

20. (Currently Amended) The system according to claim 19, wherein the third 
network element is configured to 

process the decision message comprising the information portion indicating, for 
each service data flows ef¥4ee, whether or not the fourth network element controls a 
further authorization regarding at least one of the service data flows s ende e type s in the 
communication connection and to enforce the decision of the fourth network element in 
the communication connection and 

determine, based on information portion, service data Hows types — of 
communication connection flows which can be admitted by the third network element 
without consulting the fourth network element, and types of the communication 
connection flows which are to be controlled by the fourth network element. 

21. (Currently Amended) The system according to claim 20, wherein the third 
network element is configured to request, r e quests, in a case where w hen the third 
network element receives a flow of the types of communication connections which are 
indicated to be controlled by the fourth network element, the connection parameters for 
the types of communication connection flows from the fourth network element, and 
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wherein the fourth network element is configured to decide on the connection 
parameters to be authorized for the service data flow service typ e in question and is 
further configured to generate and send a further decision message to the third network 
element wherein the further decision message comprises the authorization for the 
connection parameters of the types of communication connection flows in question. 

22. (Previously Presented) The system according to claim 20, wherein the third 
network element is configured to admit, when the third network element receives a flow 
of the types of communication connections which are indicated to be controlled by the 
third network element, the flow by using provisioned connection parameters for the types 
of communication connection flows controlled by the third network element. 

23. (Previously Presented) The system according to claim 19, wherein the first 
communication entity comprises a user equipment connected with a mobile 
communication network. 

24. (Original) The system according to claim 19, wherein the third network 
element comprises a communication control or gateway network element of the 
communication network of a mobile communication network, and wherein the 
communication control or gateway network element is configured to trigger a dynamic 
policy request. 
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25. (Previously Presented) The system according to claim 19, wherein the fourth 
network element comprises a policy control network function which is configured to 
generate and send the decision message based on at least one of a user subscription 
profile and application service information. 

26. (Original) The system according to claim 19, wherein the fourth network 
element is a separate network element or included in the third network element. 

27. (Original) The system according to claim 19, wherein the connection 
parameters comprises a quality of service level provided for at least one of the 
communication connection and aggregate level parameters pertaining to the 
communication connection based on the initialized connection parameter request 
signaling. 

28. (Currently amended) The system according to claim 19, wherein the service 
data flows service types are defined based on a service access point or on a service packet 
classifier. 
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29. (Currently amended) The system according to claim 19, wherein the decision 
message or messages comprise charging information for the communication connection 
using at least one service data flow service type . 

30. (Currently amended) The system according to claim 19, wherein the service 
data flows s ervice type s include at least one of real-time service data flows services and 
non real-time service data flows services . 

31. (Original) The system according to claim 19, wherein, in a decision message, 
aggregate connection parameters are sent to the third network element as a part of a set of 
parameters. 

32. (Currently Amended) The system according to claim 19, wherein the fourth 
network element, in a case where w hen session-based service data flows services are 
authorized by the fourth network element, is configured to receive information about 
flows included in a session, as well as information pertaining to a commencement and 
termination of sessions. 

33. (Original) The system according to claim 20, wherein when the third network 
element receives a flow of the types of communication connections which are indicated 

to be controlled by the fourth network element, at least one of an authorization token and 
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a flow identification is used as a binding information in a request from the third network 
element. 

34. (Previously Presented) The system according to claim 19, wherein the first 
communication entity is located in a different communication network or in a same 
communication network as a second communication entity with which the 
communication connection is established. 

35. (Currently amended) The system according to claim 19, wherein the fourth 
network element sets a default value for the connection parameters fo r other service data 
flows- for which the fourth network element is not to be consulted for a further 
authorization to admit the service flow scrvices in the communication connection which 
ar e not controlled by the fourth network element . 

36. (Original) The system according to claim 35, wherein a default value for 
connection parameters is set per service. 

37. (Currently Amended) An apparatus, comprising: 

a receiver configured to receive from a third network element, via which a 
communication connection is initialized by a connection parameter request signaling for 

at least one service data flow service type to be used in the communication connection 
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from a first communication entity, a request for an authorization for the connection 
parameters , wherein at least one service data flow is used in the communication 
connection and the communication connection aggregates multiple service flows? ; 

a decider configured to decide on connection parameters to be authorized for the 
communication connection and on service data flows service typ e s which can be 
provided for the communication connection?; and 

a generator configured to generate and send a decision message to the third 
network element wherein the decision message comprises an information portion that 
indicates from which , for each service data flows ervke. whether or not the device controls 
a farther authorization regarding at least one of the s ervice types in the communication 
connection, it is derivable that for at least one of service data flows the apparatus is to be 
consulted for a further authorization to admit the service flow. 

38. (Currently amended) The apparatus according to claim 37, wherein the 
receiver is further configured to receive a further request for an authorization of 
connection parameters for service data flows s e rvic e types of the communication 
connection flows of which are to be controlled by the dgvie eapparatus . 

wherein the decider is further configured to decide on the connection parameters to 
be authorized for a service data flow servic e typ e in question, and 

wherein the generator is further configured to generate and send a further decision 

message to the third network element wherein the further decision message comprises the 
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authorization for the connection parameters of the service data flow s ervice type in 
question. 

39. (Previously Presented) The apparatus according to claim 37, wherein the first 
communication entity comprises a user equipment connected with a mobile 
communication network. 

40. (Previously Presented) The apparatus according to claim 37, wherein the third 
network element comprises a communication control or gateway network element of the 
communication network of a mobile communication network, wherein the 
communication control or gateway network element triggers a dynamic policy request. 

41. (Previously Presented) The apparatus according to claim 37, further 
comprising a policy control network generator, which generates and sends the decision 
message based on at least one of a user subscription profile and application service 
information. 

42. (Previously Presented) The apparatus according to claim 37, wherein the 
apparatus is a separate network element or included in the third network element. 
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43. (Previously Presented) The apparatus according to claim 37, wherein the 
connection parameters comprises a quality of service level provided for at least one of the 
communication connection and aggregate level parameters pertaining to the 
communication connection based on the initialized connection parameter request 
signaling. 

44. (Currently Amended) The apparatus according to claim 37, wherein the service 
data flows s e rvice types are defined based on a service access point or on a service packet 
classifier. 

45. (Currently Amended) The apparatus according to claim 37, wherein the 
decision message or messages comprise charging information for the communication 
connection using at least one service data flow s e rvic e type . 

46. (Currently Amended) The apparatus according to claim 37, wherein the service 
data flows s e rvice types include at least one of real-time service data flows services and 
non real-time service data flows servicos . 

47. (Previously Presented) The apparatus according to claim 37, wherein, in a 
decision message, aggregate connection parameters are received as a part of a set of 
parameters. 
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48. (Currently amended) The apparatus according to claim 38, wherein, when the 
receiver receives a flow of the types of communication connections which are indicated 
to be controlled by the fourth network elemen t apparatus , at least one of an authorization 
token and a flow identification is used as a binding information in the request from the 
apparatus. 

49. (Previously Presented) The apparatus according to claim 37, wherein the first 
communication entity is located in a different communication network or in a same 
communication network as a second communication entity with which the 
communication connection is established. 

50. (Currently amended) The apparatus according to claim 37, further comprising 
a setter configured to set a default value for the connection parameters for services in the 
communication conn e ction which ar e other service data flows for which the apparatus is 
not to be consulted for a further authorization to admit the service data flow not controlled 
by th e fourth n e twork element , 

51. (Currently Amended) The apparatus according to claim 50, wherein a default 
value for connection parameters is set per service data flows eEviee. 
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52. (Currently Amended) An apparatus, comprising: 

first receiver configured to receiving means for rcccivin g receive , when a 
communication connection is initialized by a first communication entity, a connection 
parameter request signaling for at least one service data flow service type t o be used in 
the communication connection , wherein at least one service data flow is used in the 
communication connection and the communication connection aggregates multiple 
service flows;; 

requester configured to requesting means for requesting, from a fourth network 
element, an authorization for the connection parameters, wherein the fourth network 
element decides on connection parameters to be authorized for the communication 
connection and on service data flows service types which can be provided for the 
communication connection^ and 

second receiving means receiver configured to fe p-receiveiag from the fourth 
network element a decision message wherein the decision message comprises an 
information portion indieatin g from which , for each service data flows erviee. it is 
derivable that for at least one of service data flows the fourth network element is to be 
consulted for a further authorization to admit the service flo ww heth e r or not th e fourth 
network e lem e nt controls a further authorization regarding at least one of the service 
typ e s in the communication connection . 
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53. (Currently Amended) The apparatus according to claim 52, wherein the 
apparatus further comprises: 

processing a processor configured to means for p rocessing the decision message 
comprising the information portion indicating, for e ach s e rvice, wh e ther or not the fourth 
network element controls a furth e r authorization regarding at least one of the s e rvice 
types in the communication connection and to enforce a decision of the fourth network 
element in the communication connection; and 

a determiner configured to determining means for determininge- based on the 
information portion, service data flows service typ e s of the communication connection 
flows which can be admitted by the eommunication control network element apparatus 
without consulting the fourth network element, and a fourth type of s ervice further 
service data flows typefr-of the communication connection flows of which are to be 
controlled by the fourth network element. 

54. (Currently Amended) The apparatus according to claim 53, wherein the 
requester r e qu e sting means is configured to request when the apparatus communication 
control network element receives a flow of types of communication connections which 
are indicated to be controlled by the fourth network element, connection parameters for 
the fourth type o f further service data flows s e rvice typo from the fourth network 
element^; and 
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the second r e c e iving means receiver is configured to receive from the fourth 
network element a further decision message generated based on a decision by the fourth 
network element on connection parameters to be authorized for the service data flow 
service type in question, based upon a request from the requesting means requester , 
wherein the further decision message comprises the authorization for the connection 
parameters of the service data flow service ty pe in question. 

55. (Currently amended) The apparatus according to claim 53, further comprising 
an admitter admitting means configured to fe ^admittrng, when the apparatus 
communication control network element receives a service data flow flow of a service 
type w hich is indicated to be controlled by the communication control network 
etementa pparatus , the flow by using provisioned connection parameters for the service 
data flowt vpe. 

56. (Currently amended) The apparatus according to claim 52, further comprising 
a connector configured to connecting means for connecting a mobile communication 
network with a user equipment comprising the first communication entity. 

57. (Previously Presented) The apparatus according to claim 52, wherein the 
apparatus comprises a communication control or gateway network element of the 
communication network, and wherein the communication control or gateway network 

element is configured for triggering a dynamic policy request. 
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58. (Previously Presented) The apparatus according to claim 52, wherein the 
fourth network element comprises a policy control network function, for performing a 
decision based on at least one of a user subscription profile and application service 
information. 

59. (Previously Presented) The apparatus according to claim 52 5 wherein the 
fourth network element is a separate network element or included in the communication 
control network element. 

60. (Previously Presented) The apparatus according to claim 52, wherein the 
connection parameters comprises a quality of service level to be provided for at least one 
of the communication connection and aggregate level parameters pertaining to the 
communication connection based on the initialized connection parameter request 
signaling. 

61. (Currently amended) The apparatus according claim 52, wherein the service 
data flows s e rvice types are defined based on a service access point or on a service packet 
classifier. 
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62. (Currently amended) The apparatus according to claim 52, wherein the 
decision message or messages comprise charging information for the communication 
connection using at least one service data flow service type . 

63. (Currently amended) The apparatus according to claim 52, wherein the service 
data flows s ervice types include at least one of real-time service data flows s ervices and 
non real-time service data flows services . 

64. (Currently amended) The apparatus according to claim 52, wherein, in a 
decision message, aggregate connection parameters are sent to the apparatus fourth 
network element from the third network element apparatus as a part of a set of 
parameters. 

65. (Currently Amended) The apparatus according to claim 52, wherein the 
apparatus, in a case wh e r e when session-based service data flows service s are authorized 
by the fourth network element, is configured to receive information about flows included 
in a session, as well as information pertaining to a commencement and termination of 
sessions. 

66. (Currently amended) The apparatus according to claim 52, wherein the first 

communication entity is located in a different communication networks or in a same 
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communication network as a second communication entity with which the 
communication connection is established. 

67. (New) A computer program embodied on a computer-readable medium 
configured to control a processor to perform: 

receiving, by a fourth network element, a request by a third network element for an 
authorization for connection parameters, wherein at least one service type is used in a 
communication connection from a first communication entity to the third network 
element and the communication connection aggregates multiple service flows; 

deciding, in the fourth network element, on the connection parameters to be 
authorized for the communication connection and on service types which can be provided 
for the communication connection; and 

sending a decision message from the fourth network element to the third network 
element, wherein the decision message comprises an information portion from which, for 
each service, it is derivable that for a first type of service flows the fourth network 
element is to be consulted for a further authorization to admit the service flow, and that 
for a second type of service flows the fourth network element is not to be consulted for a 
further authorization to admit the service flow. 

68. (New) A computer program embodied on a computer-readable medium 

configured to control a processor to perform: 

U.S. Patent Application No. 10/677,493 
Page 23 of 41 



Receiving, by a third network element, when a communication connection is 
initialized by a first communication entity, a connection parameter request signaling for 
at least one service data flow to be used in the communication connection, wherein at 
least one service data flow is used in the communication connection and the 
communication connection aggregates multiple service flows; 

requesting, by the third network element from a fourth network element, an 
authorization for the connection parameters, wherein the fourth network element decides 
on connection parameters to be authorized for the communication connection and on 
service data flows which can be provided for the communication connection; and 

receiving, by the third network element, a decision message from the fourth 
network element wherein the decision message comprises an information portion from 
which, for each service data flow, it is derivable that for at least one of service data flows 
the fourth network element is to be consulted for a further authorization to admit the 
service flow. 

69. (New) A method, comprising: 

receiving, by a third network element, when a communication connection is 
initialized by a first communication entity, a connection parameter request signaling for 
at least one service data flow to be used in the communication connection, wherein at 
least one service data flow is used in the communication connection and the 

communication connection aggregates multiple service flows; 
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requesting, by the third network element from a fourth network element, an 
authorization for the connection parameters, wherein the fourth network element decides 
on connection parameters to be authorized for the communication connection and on 
service data flows which can be provided for the communication connection; and 

receiving, by the third network element, a decision message from the fourth 
network element wherein the decision message comprises an information portion from 
which, for each service data flow, it is derivable that for at least one of service data flows 
the fourth network element is to be consulted for a further authorization to admit the 
service flow. 

70. (New) The method according to claim 69, further comprising 

processing the decision message to enforce a decision of the fourth network 
element in the communication connection; and 

determining, based on the information portion, service data flows of the 
communication connection flows which can be admitted by the apparatus without 
consulting the fourth network element, and further service data flows of the 
communication connection flows of which are to be controlled by the fourth network 
element. 

71. (New) The method according to claim 70, further comprising 
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requesting, when a flow of types of communication connections is received which 
are indicated to be controlled by the fourth network element, connection parameters for 
the further service data flows from the fourth network element; and 

receiving from the fourth network element a further decision message generated 
based on a decision by the fourth network element on connection parameters to be 
authorized for the service data flow in question, based upon the requesting, wherein the 
further decision message comprises the authorization for the connection parameters of the 
service data flow in question. 

72. (New) The method according to claim 70, further comprising admitting, when 
a service data flow which is indicated to be controlled by the third network element is 
received, the flow by using provisioned connection parameters for the service data flow. 

73. (New) The method according to claim 69, further comprising connecting a 
mobile communication network with a user equipment comprising the first 
communication entity. 

74. (New) The method according to claim 69, further comprising providing a 
communication control or gateway network element of the communication network as 
the third network element, wherein the communication control or gateway network 

element is configured for triggering a dynamic policy request. 
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75. (New) The method according to claim 69, wherein the fourth network element 
comprises a policy control network function, for performing a decision based on at least 
one of a user subscription profile and application service information. 

76. (New) The method according to claim 69, wherein the fourth network element 
is a separate network element or included in the communication control network element. 

77. (New) The method according to claim 69, wherein the connection parameters 
comprises a quality of service level to be provided for at least one of the communication 
connection and aggregate level parameters pertaining to the communication connection 
based on the initialized connection parameter request signaling. 

78. (New) The method according claim 69, further comprising defining the service 
data flows based on a service access point or on a service packet classifier. 

79. (New) The method according to claim 69, wherein the decision message or 
messages comprise charging information for the communication connection using at least 
one service data flow. 
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80. (New) The method according to claim 69, wherein the service data flows 
include at least one of real-time service data flows and non real-time service data flows. 

81. (New) The method according to claim 69, further comprising sending, in a 
decision message from the third network element, aggregate connection parameters to the 
fourth network element as a part of a set of parameters. 

82. (New) The method according to claim 69, further comprising receiving, when 
session-based service data flows are authorized by the fourth network element, 
information about flows included in a session, as well as information pertaining to a 
commencement and termination of sessions. 

83. (New) The method according to claim 69, wherein the first communication 
entity is located in a different communication network or in a same communication 
network as a second communication entity with which the communication connection is 
established. 

84. (New) The method according to claim 1, wherein the decision message 
comprises an information portion from which it is derivable that for other service data 
flows the fourth network element is not to be consulted for a further authorization to 
admit the service flow. 
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